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		3163
$1,350.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163 quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc.

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Std. ± 5 VDC


	Accuracy	± 0.05% Full Scale


	Power	105-135 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 manual.pdf 

			

		
			








	

	
		
	





	
		3163B
$1,630.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163B quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163B

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., DC powered

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Std. ± 5 VDC


	Accuracy	± 0.05% Full Scale


	Power	12 – 24 V-DC


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163BC
$2,070.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163BC quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163BC

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., DC powered & mA output

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Opt. 4-20 mA


	Accuracy	± 0.05% Full Scale


	Power	12 – 24 V-DC


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163C
$1,790.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163C quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163C

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., mA output

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Opt. 4-20 mA


	Accuracy	± 0.05% Full Scale


	Power	105-135 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163CF
$2,070.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163CF quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163CF

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., 220 VAC powered & mA output

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Opt. 4-20 mA


	Accuracy	± 0.05% Full Scale


	Power	210-260 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163F
$1,630.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163F quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163F

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., 220 VAC powered

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Std. ± 5 VDC


	Accuracy	± 0.05% Full Scale


	Power	210-260 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163FG
$2,050.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163FG quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163FG

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., 220 VAC powered & isolated  ± 10 V output

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Opt. ± 10 VDC


	Accuracy	± 0.05% Full Scale


	Power	210-260 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			








	

	
		
	





	
		3163G
$1,770.00

Product Options--None--
3163B - DC powered
3163BC - DC powered & mA output
3163C - mA output
3163CF - 220 VAC powered & mA output
3163F - 220 VAC powered
3163FG - 220 VAC powered & isolated  ± 10 V output
3163G - isolated  ± 10 V



	
	
		
		
		3163G quantity
	
	


		Add to cart

			


	


	
	
		SKU: 3163G

	
	Category: Panel Meter
	
	


	


	
	
			
					
						Description					
				
	
					
						Additional information					
				
	
					
						Downloads					
				


					
				
	Description


Isolated DC Voltage Input conditioner for DC-to-DC LVDT’s, potentiometer-type sensors, etc., isolated  ± 10 V output

Lead Time: 1-2 Weeks

			

					
				
	Additional information


	Weight	4 lbs
	Instrument Style	Panel Mount, Legacy Series


	Sensor Interface	DC Voltage


	Full Scale Range	50 mV to 250 VDC


	Analog Output	Opt. ± 10 VDC


	Accuracy	± 0.05% Full Scale


	Power	105-135 VAC, 50-400 Hz


	Digital Communications	None




			

					
				Downloads
 Datasheet: 3163DS.pdf

 Manual: 3163 + CGM6.pdf 

			

		
			










	
					You may also like…

		
			
	

77017.00

	$15.00



 Add to cart  Show Details 


	
	

60326.00

	$75.00



 Add to cart  Show Details 


	
	

3004

	$380.00



 Add to cart  Show Details 
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3330

	$2,520.00



 Add to cart  Show Details 


	
	

3140ACF

	$2,070.00



 Add to cart  Show Details 


	
	

3140AB

	$1,630.00



 Add to cart  Show Details 


	
	

3130

	$1,350.00



 Add to cart  Show Details 
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	191 Talmadge Rd, Edison, NJ 08817 U.S.A.


	TELEPHONE: 	(937) 866-3300
	FAX: 	(937) 866-3327
	TOLL-FREE: 	(800) 668-4745
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